350g/m? Fine Art Canvas - Satin

A premium cotton canvas with all the necessary properties for producing
highestquality, long term durable fine art and photographic prints. Compatible
across the range of solvent and UVC inks, and suitable for heavy ink-loads to
give vibrant images. Drying time is excellent and the coating surface gives a
satin, water-resitant finish for a varnished appearance without the need for
further finishing processes. Resists cracking of the image when the canvas is
stretched over frames.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02414 350 15m 1524 mm 42
023R02413 350 15m 1067 mm 42

Standard Canvas

A competitively-price matt cotton canvas with all the properties expected for
fine art and photographic reproduction, but also for any application where the
fabric surface adds benefit. This canvas has a neutral white, uniform-textured
surface for consistent, reliable printing. Capable of vibrant photo-realistic
image reproduction or perfectly uniform areas in critical colour-tones.

Reel
Part No. Grammage Length Width Finish
023R02553 345 30m 1270 mm Matt
023R02554 345 30m 1067 mm Matt
023R02555 345 30m 914 mm Matt

Banner Mesh

Vinyl-coated, polyester mesh. The graphic is presented on 85 % of the surface,
with 15% open for view-through or transmission of light. The open mesh also
helps panels stay in place in wind or moving air. Fire rated for indoors. Durable
outdoors. Available with a plain white reverse side for standard display, or
alternatively with a black back for less impaired view-through from the rear.

A removable backing liner absorbs surplus ink and ensures reliable passage

of this media through the printer.

Reel Packs per
Part No. Grammage  Surfaces Length Width Pallet
023R02273 340 White Back 25m 1600 mm 24

Economy Banner Mesh

Economical vinyl-coated, woven polyester mesh: The graphic is presented on
85% of the surface, with 15% open for view-through or transmission of light.
The open mesh also helps panels stay in place in wind or moving air. An easily
removable backing liner absorbs surplus ink and ensures reliable passage of
this media through the printer.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02427 270 25m 2500 mm 20
023R02334 270 25m 2000 mm 20
023R02426 270 25m 1600 mm 20
023R02333 270 25m 1370 mm 20

Light Stop Display Film Gloss

Gloss Light-block material for production of display stands on Solvent printers.
Gives optimum ink adhesion, scratch and water resistance. High whiteness
front and lightbacking, anti-static grey back for more than 98 % opacity
against rear lights.

Reel Packs per
Part No. Micron Length Width Pallet
023R02310 300 20m 1270 mm 20
023R02309 300 20m 914 mm 20
023R02308 170 30m 1270 mm 20
023R02307 170 30m 914 mm 20

Light Stop Display Film Matt

Matt Light-block material for production of display stands on Solvent printers.
Gives optimum ink adhesion, scratch and water resistance. High whiteness
front and lightbacking, anti-static grey back for more than 98 % opacity
against rear lights.

Reel Packs per
Part No. Micron Length Width Pallet
023R02320 300 20m 1270 mm 20
023R02319 300 20m 914 mm 20
023R02318 170 30m 1270 mm 20
023R02317 170 30m 914 mm 20

New Light Stop Display Film

Tough, rigid, light-blocking PVC film for cost-effective roll-up and pop-up
construction. With a scratch, scuff and water resistant coating, this film makes
it possible to produce durable imaging without lamination, saving the costs

in production finishing but with no compromise to the display quality. A satin
lustre print surface gives photo-realistic definition and colour vibrancy but
without glare. The 460 micron base is perfectly stiff and stable for pop-up and
rigid displays, and the 230 micron base is ideal for roll-ups.

Reel
Part No. Micron Length Width Finish
023R02533 230 30m 914 mm Satin
023R02534 230 30m 1067 mm Satin
023R02535 460 20m 1067 mm Satin
023R02536 460 20m 1372 mm Satin

Perforated Window Vinyl (Self Adhesive) - 80 mic

Self-adhesive PVC for windows, perforated to present a graphic on one side
whilst allowing an amount of view-through or light transmission from behind
the image. The rear side of the vinyl is black to help vision from behind. Can
also help to lessen transmission of direct sunlight. Suitable for glazed office
screening or partitions, shop windows or for vehicle graphics such as bus and
coach windows.

Reel
Part No. Micron Length Width
023R02544 80 50m 1372 mm
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Solvent Inkjet Media

Premium Matt Paper 150g/m?

A high-grade smooth, matt coated paper with stiffness and bulk for
general-purpose graphics, single or multi panel, with or without finishing.
Will give excellent colour density with fast drying and resistance to cockling.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02227 150 80m 1600 mm 36
023R02226 150 80m 1270 mm 36

Photo Paper 225g/m?

Heavyweight photo based paper with PE barrier coating and an ink receiver
coating that gives exceptionally fast drying, even for heavy ink loading, with all
commonly used solvent and eco-solvent ink systems. Capable of extraordinary
vibrant colour and high image definition without bleed. The coating is splash-
proof and UV stable for durable prints without finishing, although over-
laminates can be used for extra protection.

Reel
Part No. Grammage Length Width Finish
023R02528 225 30m 1067 mm Gloss
023R02527 225 30m 1270 mm Gloss
023R02444 225 30m 1372 mm Gloss
023R02530 225 30m 1067 mm Satin
023R02529 225 30m 1270 mm Satin
023R02445 225 30m 1372 mm Satin

Standard Satin Outdoor Paper 140g/m?2

Semi-gloss, barrier-coated, general-purpose poster paper suitable for photo-
realistic graphics in both indoor and outdoor applications. This paper remains
strong in wet or humid conditions and has an outdoor life expectancy of

3 months unlaminated. Gives impressive colour brilliance and colour density
with excellent edge definition.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02229 140 61m 1600 mm 35
023R02228 140 61 m 1270 mm 35
023R02347 140 61 m 1067 mm 35
023R02346 140 61m 914 mm 35

Premium Satin Outdoor Paper 200g/m?

Heavyweight, highly-opaque, semi-gloss, barrier-coated paper suitable for
photorealistic posters and signs in both indoor and outdoor applications. It
will stay flat in highly humid environments. Suitable for 3 months outdoor life
unlaminated. Capable of brilliant, dense colour with excellent edge definition.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02238 200 50m 1600 mm 35
023R02237 200 50m 1270 mm 35
023R02418 200 50m 1067 mm 35
023R02432 200 50m 760 mm 35

Blue Back Outdoor Paper 120g/m?

Opaque poster paper, fully tested and approved for billboard applications.
Outdoor life expectancy of 3 months unlaminated. The blue back prevents
show through from imaging on the surface to which the poster is applied.
Also suitable as an economical base for general posters and signs.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02233 120 61 m 1600 mm 25

023R02232 120 61m 1372 mm 24

Premium Blue Back Outdoor Paper 120g/m?

Highly opaque, bulky, durable matt paper tested and approved for multi-panel
outdoor billboards. Retains its strength when wet and will give billboard life
expectancy of 3 months unlaminated. The blue back prevents show-through
from imaging on the surface to which the poster is applied. Also more generally
suitable for an array of posters and signs, indoor and outdoor. Capable of
brilliant and dense colour reproduction and excellent image quality.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02236 120 76 m 1600 mm 24

Backlit Film (Front Print) Glossy 200 micron

Heavier weight backlit film with high gloss, scratch resistant and waterfast
coating, with light diffusing back coat. Front Print, producing brilliant colours
and vivid, high definition images.

Reel Packs per
Part No. Micron Length Width Pallet
023R02406 200 30m 1524 mm 24
023R02306 200 30m 1270 mm 24
023R02305 200 30m 1067 mm 24

Self-Adhesive Vinyl - Permanent Adhesive

Economical PVC with a grey adhesive that gives extra opacity to prevent
showthrough from the substrate onto which vinyl is mounted. Suitable for
flat or slightly curved surfaces and for short to medium term graphics, indoors
or outdoors. Choose either gloss or non-glare matt print surface. * No grey
adhesive.

Reel Packs per
Part No. Micron Finish Length Width Pallet
023R02246 80 Gloss 50 m 2000 mm 28
023R02245 80 Gloss 50 m 1600 mm 28
023R02480* 100 Gloss 50 m 1600 mm 28
023R02476 100 Gloss 50 m 1524 mm 28
023R02313 100 Gloss 50 m 1370 mm 28
023R02481* 100 Gloss 50 m 1370 mm 28
023R02247 100 Gloss 50 m 1050 mm 28
023R02412 100 Gloss 50m 760 mm 28
023R02564* 100 Gloss 50m 760 mm 28
023R02407 100 Matt 50m 1600 mm 28
023R02315 100 Matt 50m 1370 mm 28
023R02477 100 Clear 50m 1600 mm 28
023R02325 100 Clear 50m 1370 mm 28
023R02563 100 Clear 50m 760 mm 28

Self-Adhesive Vinyl - Removable Adhesive

Economical PVC with a clear, removable adhesive and either a gloss or non-glare
matt print surface for use indoors or outdoors. Suitable for short or medium
term graphics, applied to flat or slightly curved surfaces, or where ease of
removal or concern for the mounting substrate may be considerations.

Reel Packs per
Part No. Micron Finish Length Width Pallet
023R02321 100 Gloss 50 m 1600 mm 20
023R02314 100 Gloss 50m 1370 mm 28
023R02250 100 Matt 50 m 1600 mm 28
023R02316 100 Matt 50 m 1370 mm 28
023R02249 100 Matt 50 m 1050 mm 28
023R02324 100 Clear 50 m 1370 mm 28

Premium Banner Vinyl

Versatile, heavyweight material for a wide variety of front-lit signs and banners.
Consists of a tear-resistant base fabric sandwiched between two layers of
white vinyl, so offers durability in the most demanding outdoor conditions. Can
be printed on either the glossy front side or the matt back side depending on
application needs, and prints can be welded to form fully finished banners.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02402 500 50m 2700 mm 20
023R02256 500 50m 2500 mm 20
023R02411 500 50m 2200 mm 20
023R02255 500 25m 1600 mm 20
023R02329 500 25m 1346 mm 20
023R02328 500 25m 1092 mm 20
023R02431 500 25m 760 mm 20

Economy Banner Vinyl

Mid-weight laminated vinyl with a bright white print surface, a flexible, water
and tear resistant general purpose base for banner and display applications,
front- or back- lit, indoor, and short-term outdoor applications. Excellent
durability at an economical price. Print surfaces either non-glare matt or
resilient satin, both capable of excellent image quality, and a choice of two
base weights. Suitable for all the normal banner finishing processes such as
welding.

Reel Packs per
Part No. Grammage Finish Length Width Pallet
023R02565 460 Matt 50m 1092 mm 20
023R02545 460 Matt 25m 1370 mm 20
023R02546 460 Matt 50m 1370 mm 20
023R02547 460 Matt 50m 1600 mm 20
023R02566 460 Matt 50m 2200 mm 10
023R02548 460 Matt 50m 2500mm 10
023R02419 510 Matt 50m 1067 mm 20
023R02474 510 Matt 25m 1370 mm 20
023R02420 510 Matt 50 m 1370 mm 20
023R02421 510 Matt 50 m 1600 mm 20
023R02422 510 Matt 50 m 2200 mm 20
023R02473 510 Matt 25m 2200 mm 20
023R02423 510 Matt 50 m 2500 mm 20
023R02330 510 Satin 50 m 1067 mm 20
023R02475 510 Satin 25m 1370 mm 20
023R02331 510 Satin 50 m 1370 mm 20

Light Stop Banner Vinyl

Heavyweight vinyl with a soft malleable feel. A sandwich of dark coated,
lightblocking base fabric between two layers of white vinyl gives complete light
stopping opacity and the ability to print on one or both sides. High tear strength
and good dimensional stability. Resistant to UV and temperature changes, so
highly suitable for outdoor use. Also flame retardant so perfect for fire-sensitive
indoor applications.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02257 630 25m 1600 mm 24

Polypropylene Display Film

High strength, tear-resistant polypropylene film with a satin print surface
capable of brilliant photo-realistic, sharp imaging. A paper-like feel but with
extra toughness and durability for displays outdoors as well as indoor.

Reel Packs per
Part No. Micron Length Width Pallet
023R02253 170 30m 1050 mm 24

Indoor Banner Fabric

Light, flexible, vinyl-covered fabric for roll-up, roll-down or hanging displays.
Flame retardant for use in any indoor application.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02261 330 25m 1600 mm 24
023R02344 330 50 m 900 mm 24
023R02345 330 50m 1100 mm 24

Economy Flag Banner

Economical, tear-resistant, polyester flag fabric with a matt print surface.
Suitable for indoor and outdoor banner applications. With a removable
backing material for trouble free transport through the printer.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02263 110 30m 1626 mm 28

Premium Flag Banner

Rip-proof polyester flag fabric. Weather resistant for outdoor banner
applications and flame retardant for fire sensitive indoor environments.
Removable backing paper ensures reliable transport through the printer.
Solvent inkjet printing will give almost full print-through — imaging on the
reverse side with almost the same intensity as the front side.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02266 110 30m 1829 mm 28
023R02265 110 30m 1626 mm 28
023R02264 110 30m 1067 mm 28

Poly Canvas

Highly opaque fabric with a textured surface ideal for outdoor banner
applications and indoor environments where a fire rating is not required.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02268 240 30m 1626 mm 28
023R02267 240 30m 1067 mm 28

Poly Cloth

Highly opaque, lightweight cotton textile with a fine matt print surface. Its free
flowing nature and ability to conform makes this a perfect material for banners,
curtains, backdrops and a variety of other displays.

Reel Packs per
Part No. Grammage Length Width Pallet
023R02272 200 30m 1829 mm 28
023R02271 200 30m 1626 mm 28
023R02270 200 30m 1067 mm 28

Fire Retardant Light Stop Banner Vinyl - 520g/m?

A light-blocking polyester fabric, embedded between two layers of white

vinyl gives 100 % opacity for imaging on one or both sides. The fabric
reinforcement also gives tear strength and dimensional stability, and its fine
weave results in a finely textured surface for high resolution, sharp definition
imaging. Both sides of the material have a similar smooth, non-glare print
surface. Resistant to UV and temperature changes, so highly suitable for
outdoor use, this banner vinylis also B1 flame retardant and therefore specified
for fire-sensitive indoor applications.

Reel Packs per
Part No. Grammage Finish Length Width Pallet
023R02550 520 Matt 25m 1372 mm 20
023R02549 520 Matt 25m 1067 mm 20
023R02551 520 Matt 50m 1372 mm 20
023R02552 520 Matt 50m 1600mm 20



